
 

Marine Lubricants 

CEPSA ARGA SYNT 
Synthetic Marine Grease 

 

 
This synthetic grease combines the exclusive characteristics of a PAO-type high-viscosity synthetic base with those 
of a high-quality complex lithium thickener. 
 
 

Applications 
 
o In applications where a high level of protection against wear, oxidation and corrosion is required.    
o Recommended for prolonged performance in almost all required grease applications in ship equipment. 
o It provides protection especially recommended for bearings supporting heavy loads at moderate speeds and 

in applications where water resistance is a critical factor. 
o It can be applied in a wide range of temperatures, from -40ºC to 200ºC. 

 
 

Product performance 
 
o The grease contains anti-oxidants, corrosion inhibitors and EP/AW additives, with excellent anti-wear 

protection at low and high temperatures. 
o The use of a synthetic base (compared with a mineral base) provides excellent pumping capacity at low 

temperatures and a very low starting and operating torque. 
o The lithium complex thickener contributes excellent adhesion, structural stability, mechanical stability and 

resistance to water. 
o High load capacity. 
 

 

 
SPECIFICATIONS STANDARD CEPSA ARGA SYNT 
NLGI consistency ASTM D-217 1.5 
Soap thickener   - Lithium complex 
Penetration after 60 strokes ISO-2137 290-320 
Penetration after 100,000 strokes ISO-2137 +20 
Drip Point, ºC min. ASTM D-2265 >260 
Base Oil Viscosity, cSt at 40ºC ASTM D-445 460 
Application temperatures - -40 to 200ºC 
Water Resistance DIN 51807/1 1-90 
Corrosion Protection: 
      SKF Emcor (distilled water) 
      SKF Emcor (salt water) 
      SKF Emcor acid solution 
      Copper Corrosion (24 h/100º) 

 
ISO 11007 mod 
ISO 11007 mod 

ISO 11007  
ASTM D4048 

 
0 - 0 
2 - 2 
0 - 0 
1b 

 
 

 
In accordance with current legislation, all health, safety and environmental information for this product is provided 
on the Material Safety Data Sheet, which gives details of potential hazards, handling precautions and first aid 
measures, together with environmental data. 

The typical characteristic values that are shown in the table are average values, provided for information purposes only, and do not constitute a 
guarantee. These values may be changed without prior notice. 
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