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 CEPSA MISTRAL HX 
 

 
Lubricant oils with a high viscosity index, formulated with highly refined paraffin bases and latest-generation 
selected additivation that gives it excellent anti-wear and special anti-thermal decomposition and anti-oxidation 

properties. 
It includes a viscosity index improver that allows it to maintain the initial viscosity of the fluid throughout the service 
period. 
 

Applications 
o Especially recommended for hydraulic circuits of marine equipment required where HVLP hydraulic fluids 

with special anti-oxidation properties and excellent performance under temperature variations are needed. 
o Specifically designed for applications in circuits containing servo-valves.  
o Owing to its high viscosity index and high shear stability it is recommended for systems subjected to 

significant temperature variations. 
o Owing to its excellent characteristics it is recommended for hydrostatic systems with high pressure and 

temperature requirements. 
 

Product performance 
o Strong demulsibility power.   
o Good foam resistance.  
o High anti-wear capacity. 
o High hydrolytic stability in the event of contamination due to environmental humidity. 
o High level of protection against corrosion and rust. 
o Excellent thermal stability and oxidation stability. 

o Excellent filterability results, with and without humidity contamination. 
o Excellent performance in joints and elastomeric seals.  

 

 
 DIN 51524 Parte 3 HVLP  ISO 11158 HV  AFNOR NF-E 48-603 HV 

 FILTRABILIDAD ISO (Dry&Wet)  FILTRABILIDAD DENISON  PARKER DENISON HF-0, HF-1, HF-2 

 BOSCH-REXROTH 90220      

(ISO 32, 46, 68) 

 EATON Brochure 03-401-

2012 

 FIVES CINCINNATI P-68 (ISO 32),  

P-69 (ISO 68), P-70 (ISO 46) 

 

 

 
 

CHARACTERISTIC UNITS METHOD CEPSA MISTRAL HX 

ISO GRADE   32 46 68 100 150 

Density at 15ºC Kg/l ASTM D-4052 0,871 0,877 0,885 0,887 0,894 

Flash point, V/A ºC ASTM D-92 >200 >200 >200 >200 >200 

Pour point ºC ASTM D-5950 -48 -39 -36 -36 -30 

Viscosity at 40ºC cSt ASTM D-445 31,4 47,4 68,2 96,9 143,8 

Viscosity at 100ºC cSt ASTM D-445 6,3 8,4 10,9 13,6 16,5 

Viscosity Index - ASTM D-2270 157 154 151 141 123 

Copper corrosion 3hr, 100ºC - ASTM D-130 1B 1B 1B 1B 1B 

Rust characteristics - ASTM D-665B pasa pasa pasa pasa pasa 

 
 

 
In accordance with current legislation, all health, safety and environmental information for this product is provided 
on the Material Safety Data Sheet, which gives details of potential hazards, handling precautions and first aid 
measures, together with environmental data. 
 

Marine Lubricants 

http://www.cepsa.com/lubricantes

